
Costa Brava, Cape Town - Leaking Storm Water Line

Step 1 – An inspection camera 

is sent down the pipe to reveal 

blocked and damaged areas.

Step 2 – The pipe is cleaned 

with a cutting tool.

Step 3 – A felt liner soaked 

in epoxy  is pulled into place. 

Within the liner is an inflatable 

bladder. When the liner is in 

place the bladder is inflated.

Step 4 – The epoxy is left to 

cure. After curing the bladder 

is removed leaving behind a 

structural “pipe within a pipe”

How it Works
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Location: Sea Point, Cape Town, South Africa

Situation: 
Costa Brava had an 80mm galvanized storm water line that 

runs from the roof full bore down to the garages on sea level. 

The pipe runs within a wall column. It had multiple leaks 

which were causing water damage to the flats. Replacing the 

pipe would mean chopping open the wall columns. 

Solution: 

Nu Flow used pull in place structural liners to re-line the 

leaking galvanized pipe. They re-lined the pipe without 

having to break through the buildings wall column’s. The Job 

took them a fraction of the time that replacing the pipe 

would have taken.

The end result is a “nu pipe” with in the old pipe.

No Mess, no chopping open, damage to structures!

For more information on Nu Flow pipe relining or on becoming 

a Nu Flow licensee please contact us


