
Step 1
 An inspection camera is 

sent down the pipe to reveal 
blocked and damaged areas.

Step 2 
 The pipe is cleaned with a cut-

ting tool.

Step 3
 A felt liner soaked in epoxy  is 
pulled into place. Within the 
liner is an inflatable bladder. 
When the liner is in place the 

bladder is inflated.

Step 4 
 The epoxy is left to cure. After 
curing the bladder is removed 

leaving behind a structural 
“pipe within a pipe”

How it Works

Nu Flow re-lines home on Deneyssen st, Strand

From 15mm - 300mm
AC / Copper / PVC/HDPE / 

Earthenware / Galvanized

Location: Deneyssen st, Strand, Cape town 

Situation: Nu Flow pipe re-lining technicians were called to the home to re-line 
two of the sewerage lines that ran under the living room of the house in Strand. 

These pipes frequently caused blockages due to a scale build up. Over time 
this corrodes and damages the pipes causing blockages. 

Traditionally replacing this pipe would have cost an exorbitant fees as the tiles, 
flooring, door frames and pavements would need to be dug up and replaced. 

Solution: Nu Flow used a full de-scaling and cleaning process. Once the pipes 
were clean, Nu Flow used Nu Flows pull-in-place structural lining system to re-
line the corroded pipes ensuring that the blockages would be a thing of the 
past, as well as leaving the flooring, door frames and pavement in perfect 
condition.

The end result is a new pipe with in the old pipe. 
No more blockages! 
No Mess, no chopping open, damage to structures!

Are you concerned about elbows & tees in pipes? 
Nu Flow re-lining process can effortlessly get around 90 degree bends!

(+27) 11 425 3379 www.nuflow.co.za info@saleak.co.za

Interested in Nu Flow pipe re-lining? 
Want to become a Nu Flow installer?

Contact us:


